
FOLEY EPA Region S Records Ctr.

265442

July 28, 2004

VIA U.S. MAIL

FOLEY & LARDNER LLP
ATTORNEYS AT LAW

321 NORTH CLARK STREET
SUITE 2800
CHICAGO, IL 60610-4764
312.832.4500 TEL
312.832.4700 FAX
www.foley.com

WRITER'S DIRECT LINE
312.832.4918
grovner@foley.com EMAIL

CLIENT/MATTER NUMBER
087656-0116

Ross del Rosario
Remedial Project Manager
United States Environmental Protection Agency
Region 5, SR-6J
77 West Jackson Blvd.
Chicago, IL 60604-3590

Re: Boring Logs

Dear Ross:

Thank you again for meeting with us last week on behalf of The Morey Corporation
to discuss the site conditions at the Ellsworth Industrial Park. We appreciated the opportunity to
discuss these important issues with you.

Following up on your request at the end of the meeting, enclosed please find a set of
Boring Logs that reflect the site investigations conducted by CDM at the Morey Corporation's
former property located at 2659 Wisconsin Avenue, Downers Grove, IL. Please do not hesitate to
contact me directly if you have any questions.

GaryjxrRovner

Enclosures (1)
cc: Thomas Krueger, Esq. (US EPA Region 5)

BRUSSELS
CHICAGO
DETROIT
JACKSONVILLE

LOS ANGELES
MADISON
MILWAUKEE
NEW YORK

ORLANDO
SACRAMENTO
SAN DIEGO
SAN DIEGO/DEL MAR

SAN FRANCISCO
SILICON VALLEY
TALLAHASSEE
TAMPA

TOKYO
WASHINGTON, D.C.
WEST PALM BEACH 011.566732.1
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CAMP DRESSER & McKEE

COM
125 South Wacker Drive, Suite 600
Chicago, Illinois 60606

Sheet 1 of 3

B O R E H O L E L O G
SB-01

Client: Morey Corporation Project Name: Morey Phase II

Project Location: 2569 Wisconsin Street, Downers Grove, ILProject Number: 22171-37617

Drilling Contractor: Mid America Drilling Surface Elevation (ft):

Drilling Method/Rig: HSA/Diedrich D120 Total Depth (ft): 82

Drillers: Dustin Jackson, Shawn Klingberg Depth to Initial Water Level (ft. BGS): Not Encountered

Drilling Date: Start: 12/5/02 End: 12/5/02 Abandonment Method: Bentonite Grout

Borehole Coordinates: Field Screening Instrument: PID

N E Logged By: Mark Peters
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EXPLANATION OF ABBREVIATIONS

DRILLING METHODS: SAMPLING TYPES:
HSA - Hollow Stem Auger AS - Auger/Grab Sample
SSA - Solid Stem Auger CS - California Sampler
HA - Hand Auger BX - 1.5" Rock Core
AR - AirRolary NX - 2.r Rock Core
DTR - Dual Tine Rotary GP - Geoprobe
FR - Foam Rotary HP - Hydro Pundl
MR - MudRoiary SS - Split Spoon
RC - Reverse Circulation ST - Shelby Tube
CT - Cable Tool WS - Wash Sample
JET - Jailing OTHER:
D - Driving ACS - Above Ground
DTC - Drill Through Casing Surface

Material
Description

L Grass Cover, Top 1'topsoil

SILTY CLAY- Hard, brown, trace sand, trace gravel, moist.

1/2" sand @ 4' bgs

SILTY CLAY- Very stiff to hard, brown, trace gravel, moist.

SILTY CLAY- Very stiff, gray, trace gravel, moist.

REMARKS

Three samples submitted for laboratory analysis; 14-16' (VOCs,
pH), 52-24' (VOCs, pH), 76-78' (VOCs. pH, grain size distribution) ,

1

Reviewed by: Date:
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SB-01

Client: Morey Corporation Project Name: Morey Phase II

Project Location: 2569 Wisconsin Street, Downers Grove, ILPrpject Number: 22171-37617

<D
•Q. ^

SS

SS

SS

SS

SS

SS

SS

SS

SS

SS

SS

SS

SS

SS

SS

SS

SS

SS

SS

s;;

Sample
Number

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

S
am

pl
e

R
ec

ov
er

y
(I

nc
he

s)

24/10

24/24

24/24

24/24

24/10

24/20

24/8

24/24

24/20

24/20

24/24

24/24

24/21

24/4

24/5

24/24

24/11

24/1

24/20

24/8

Elev.
Depth
(ft.)

20

-

~~25~

-

-

30

-

-IT-

-

- . -

40

-

-45"

-

-

50

-

IT"

-

-

F
ie

ld
 In

st
ru

m
en

t
R

ea
di

ng
(p

pm
)

0

0

0

0

0.4

0

0

0

0

0

0.1

0

0

0.5

0

0

2.0

1.1

0.5

0

<U tfl
pi (I)

16
20
18
10
5
8
9
11
8
11
14
10
4
6
6
9
21
11
18
20
12
20
20
20
17
28
25
32
15
16
21
28
8
12
16
23
7
10
18
21
10
14
14
20
14
12
19
23
8
11
14
22
18
32
32
41
12
16
18
25
14
16
20
25
18

50-5"

50-5-

21
28
25
21
12
15
21

.0

fl>
O

•

W

\
I
\
I
1

S
tr

at
um

D
es

ig
na

tio
n

CL

ML

CL

CL

CL

CL

CL

CL

Material
Description

SILTY CLAY- Very stiff, gray, trace gravel, moist.

SILT- Brown to gray, trace clay, very moist.

SILTY CLAY- Hard, gray, trace gravel, moist.

SILTY CLAY- Hard, brown, trace gravel, moist.
1" rock fragments 32-34' bgs.

SILTY CLAY- Hard, gray, trace gravel, moist.

Pushed rock with spoon 42-44'

SILTY CLAY- Hard, gray, trace gravel, moist.

Rock fragment noted at end of spoon-48'

Pushed rock 48-50'

SILTY CLAY- Hard, gray, trace sand, trace gravel, moist.

SILTY CLAY- Hard, brown, trace gravel, moist.
2" rock fragment @ 56'

Rock fragments noted 58-60'
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B O R E H O L E L O G
SB-01

*

Client: Morey Corporation Project Name: Morey Phase II

Project Location: 2569 Wisconsin Street, Downers Grove, ILProject Number: 22171-37617

<u

nm t-
W

SS

SS

ss

ss

ss

ss

ss

ss

ss

ss

ss

Sample
Number

31

32

33

34

35

36

37

38

39

40

41

O- > ft

HI
24/12

24/7

24/9

24/16

24/6

24/2

24/12

24/6

24/12

24/1

24/8

Elev.
Depth

(ft.)

60

-

"65"

-

-

70

"75"

-

-

80

-

"85"

"90"

"9T"

_

-

Fi
el

d 
In

st
ru

m
en

t
R

ea
di

ng
(p

pm
)

0

0.8

0.5

0.1

0

0.4

0.1

0.1

0.1

0.3

0.1

0> (/)
Q. <U

5 C

16
20
23
33
21

50-3"

41
50-3"

34
40

50-5"

41
50-3"

50-3"

36
41

50-3"

39
50-3"

18
24

50-3"

100-3"

24
50-5-

o

6 S
tra

tu
m

D
es

ig
na

tio
n

CL

SP

ML

CL

ML

ML

Material
Description

SILTY CLAY- Hard, brown, trace gravel, moist.

POORLY GRADED SAND- Dense, light brown, fine grained, dry to
moist.

SANDY SILT- Hard, fine grained sand, brown (66-67') to gray, dry
to moist.

SILTY CLAY- Hard, gray, trace sand, moist to very moist.
Several 1-2" vetical sand seams imbedded with clay.

SILT- Hard, brown, trace clay, moist to very moist.
Becoming moist @ 76' bgs

Rock fragments noted @ 80' bgs

SILT- Hard, brown, trace clay, moist.

End of boring @ 82 feet bgs.
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Client: Morey Corporation Project Name: Morey Phase II

Project Location: 2569 Wisconsin Street, Downers Grove, ILProject Number: 22171-37617

Drilling Contractor: Mid America Drilling Surface Elevation (ft.):

Drilling Method/Rig: HSA/Diedrich D120 Total Depth (ft): 70

Drillers: Dustin Jackson, Shawn Klingberg Depth to Initial Water Level (ft BGS): Not Encountered

Drilling Date: Start: 12/6/02 End: 12/6/02 Abandonment Method: Bentonite Grout

Borehole Coordinates: Field Screening Instrument: PID

N E Logged By: Mark Peters
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EXPLANATION OF ABBREVIATIONS

DRILLING METHODS: SAMPLING TYPES:
HSA - Hollow Stem Auger AS - Auger/Grab Sample
SSA - Sofel Stem Auger CS - California Sampler
HA - Hand Auger BX - 1.5" Rock Core
AR • AirRotary NX - 2.1" Rock Core
DTR - Dua Tube Rotary GP - Gaoprotae
FR - Foam Rotary HP - Hydro Punch
MR • Mud Rotary SS - Split Spoon
RC - Reverse Circulation ST - Shelby Tube
CT - Cable Tool WS - Wash Sample
JET - Jetfrrg OTHER:
D - Driving AGS - Above Ground
nyr. - Drill Tnmunh Casino Surface

Material
Description

— _^. Too 3 inches asphalt — -
FILL- Sand and gravel with clay.

SILTY CLAY- Very stiff, brown to gray (mottled), moist.

SILTY CLAY- Very stiff, brown to gray, trace gravel, moist.
6" seam of wet gravelly sand 8.5 to 9' bgs.

SILTY CLAY- Very stiff, gray, trace gravel, moist.

REMARKS

Two samples submitted for laboratory analysis: 14-16' (VOCs,
pH), 68-70' (VOCs, pH, grain size distribution). Duplicate sample
submitted for 14-1 6'.

Reviewed by: . Date:
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Client: Morey Corporation Project Name: Morey Phase II

Project Location: 2569 Wisconsin Street, Downers Grove, IL Project Number: 22171-37617
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Material
Description

SILTY CLAY- Very stiff, gray, trace gravel, moist.

No recovery 30-32'

SILTY CLAY- Very stiff, gray, trace gravel, moist.

6" moist sand and gravel seam 35.5-36' bgs.

GRAVELLY CLAY- Hard, brown, moist.

SILTY CLAY- Hard, gray, trace gravel, moist.
3" of rock fragments @ 38'

SILTY CLAY- Hard, brown to gray, trace sand, trace gravel, moist.

3" dry sand seam @ 44'.

2" dry sand seam @ 46'.

Pushed rock with spoon 54-56'.

SILT- Hard, brown, trace clay, dry to moist.
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Client: Morey Corporation Project Name: Morey Phase II

Project Location: 2569 Wisconsin Street, Downers Grove, ILProject Number: 22171-37617
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Material
Description

SILT- Hard, light brown, dry to moist.

SILT- Hard, gray, trace clay, moist.
1 12" sand seam @ 63'.

1" rock fragment @ 64'.

SILT- Hard, brown, trace gravel, moist.

End of boring @ 70 feet bgs.
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Client: Morey Corporation Project Name: Morey Phase II

Project Location: 2569 Wisconsin Street, Downers Grove, ILProject Number: 22171-37617

Drilling Contractor: Mid America Drilling

Drilling Method/Rig: HSA/Diedrich D120

Drillers: Dustin Jackson, Shawn Klingberg

Drilling Date: Start: 12/6/02 End: 12/6/02

Borehole Coordinates:

N E

Surface Elevation (ft):

Total Depth (ft): 40

Depth to Initial Water Level (ft. BGS): Not Encountered

Abandonment Method: 3/8" Bentonite Plug

Field Screening Instrument: PID

Logged By: Mark Peters

Material
Description

FILL \ Top 3 inches asphalt.
^FILL- Sand and gravel.
SILTY CLAY- Very stiff, brown to gray (mottled), trace gravel,
moist.

4" sand seam @ 4' bgs.

No recovery 15-17.5, pushed rock with sampler.

SILTY CLAY- Very stiff, gray, trace gravel, moist to very moist.

CS

o
o

Of
2
D

EXPLANATION OF ABBREVIATIONS

DRILLING METHODS:
HSA - Hollow Stem Auger
SSA - Solid Stem Auger

- Hand Auger
- Air Rotary

HA
AR
DTR - Dual Tube Rotary
FR
MR
RC
CT
JET
D
DTC

Foam Rotary
Mud Rotary
Reverse Circulation
Cable Tool
Jetting
Driving
Drill Throuoh Casino

SAMPLING TYPES:
AS - Auger/Grab Sample
CS - California Sampler
BX - 1.5-Roc* Core
NX - 2.1" Rock Core
GP - Geoprobe
HP - Hydro Punch
SS - Split Spoon
ST - Shelby Tube
WS - Wash Sample
OTHER:
AGS - Above Ground

Surface

REMARKS

Two samples submitted for laboratory analysis: 18-20' (VOCs),
38-40' (VOCs)

Reviewed by: Date:
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Client: Morey Corporation Project Name: Morey Phase II

Project Location: 2569 Wisconsin Street, Downers Grove, ILProject Number: 22171-37617
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Material
Description

S1LTY CLAY- Very stiff to hard, gray, trace gravel, trace rock
fragments, moist.

End of boring @ 40 feet bgs.
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Client: Morey Corporation Project Name: Morey Phase II

Project Location: 2569 Wisconsin Street, Downers Grove, ILProject Number: 22171-37617

Drilling Contractor: Mid America Drilling

Drilling Method/Rig: HSA/Diedrich D120

Drillers: Dustin Jackson, Shawn Klingberg

Drilling Date: Start: 12/6/02 End: 12/9/02

Borehole Coordinates:

N E

Surface Elevation (ft.):

Total Depth (ft): 40

Depth to Initial Water Level (ft. BGS): Not Encountered

Abandonment Method: 3/8" Bentonite Plug

Field Screening Instrument: PID

Logged By: Mark Peters

Material
Description

Grass cover, top 1' topsoil.

SILTY CLAY- Very stiff, brown, trace gravel, moist.

SILTY CLAY- Very stiff, gray, moist.

CS

2" wet silty sand seam @ 17.5' bgs, followed by 4" wet silt seam.
SILTY CLAY- Brown, trace gravel, very moist.

EXPLANATION OF ABBREVIATIONS

DRILLING METHODS:
HSA - Hotow Stem Auger

Solid Slem Auger
Hand Auger
Air Rotary
Dual Tube Rolary
Foam Rotary
Mud Rolary
Reverse Circulation
Cable Tool
Jetting
Driving
Dri'l Through Casing

SSA
HA
AR
OTR
FR
MR
RC
CT
JET
D
DTC

SAMPLING TYPES:
AS - Auger/Grab Sample
CS - California Sampler
BX - 1.5-Rock Core
NX - 2.1" Rock Core
GP - Geoprobe
HP - Hydro Punch
SS - Spot Spoon
ST - Shelby Tube
WS - Wash Sample
OTHER:
ACS - Above Ground

Surface

REMARKS

Two samples submitted for laboratory analysis: 18-20' (VOCs,
pH), 38-40' (VOCs)

Reviewed by: Date:
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Client: Morey Corporation Project Name: Morey Phase II

Project Location: 2569 Wisconsin Street, Downers Grove, ILProject Number: 22171-37617
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Material
Description

SILT- Stiff, brown, trace clay, wet.

SILTY CLAY- Very stiff, brown, trace gravel, very moist to wet.

Becoming moist @ 30' bgs

SILTY CLAY- Very stiff, brown to gray, little sand, trace gravel,
moist.

End of boring @ 40 feet bgs.
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B O R E H O L E L O G
SB-05

Client: Morey Corporation Project Name: Morey Phase II

Project Location: 2569 Wisconsin Street, Downers Grove, ILProject Number: 22171-37617

Drilling Contractor: Mid America Drilling

Drilling Method/Rig: HSA/Diedrich D120

Drillers: Dustin Jackson, Shawn Klingberg

Drilling Date: Start: 12/9/02 End: 12/9/02

Borehole Coordinates:

N E

Surface Elevation (ft.):

Total Depth (ft): 40

Depth to Initial Water Level (ft BGS): Not Encountered

Abandonment Method: 3/8" Bentonite Plug

Field Screening Instrument: PID

Logged By: Mark Peters
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CO

Sample
Number

ts'sIP
Elev.
Depth

(ft.)

<u
Eo,

- £•
so:
0)

f
to

Material
Description

Grass cover, top 1 foot topsoil.

CS 1A 30/18 0.2 CL SILTY CLAYr Very stiff, brown, trace gravel, moist.

CS 1B 30/30 0.5

CS 2A 30/30 2.9

CS 2B 30/30 0.3

10 CL SILTY CLAY- Very stiff, gray, trace gravel, moist

CS 3A 30/30

CS 3B 30/30 0.6

15

CS 4A 30/30 0.7

CS 4B 30/30 1.0

EXPLANATION OF ABBREVIATIONS

DRILLING METHODS:
HSA - HO'tow Stem Auger
SSA - Solid Stem Auger
HA - Hand Auger
AR - Air Rotary
DTR - Dual Tube Rolary
FR - Foam Rotary
MR - Mud Rotary
RC - Reverse Circulation
CT - Cable Tool
JET . Jetting
D - Driving

SAMPLING TYPES:
AS - Augar/Grab Sample
CS - California Sampler
BX - 1.5" Rock Core
NX - 2.1" Rock Core
GP - Geoprobe
HP - Hydro Punch
SS - Spfit Spoon
ST - Shelby Tube
WS - Wash Sample
OTHER:
AGS - Above Ground

REMARKS

Three samples submitted for laboratory analysis: 5-7' (VOCs),
35-37' (VOCs), 38^0' (VOCs)

d hv: Date:
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COM
125 South Wacker Drive, Suite 600
Chicago, Illinois 60606

Sheet 2 of 2

B O R E H O L E L O G
SB-05

Client: Morey Corporation Project Name: Morey Phase II

Project Location: 2569 Wisconsin Street, Downers Grove, ILProject Number: 22171-37617
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Material
Description

SILTY CLAY- Very stiff, gray, trace gravel, moist

4" silt seam @ 28.5'
4" rock fragments @ 29'

SILTY CLAY- Very stiff, brown, little fine grained sand, trace
gravel, moist.

End of boring @ 40 feet bgs.



CAMP DRESSER & McKEE

COM
125 South Wacker Drive, Suite 600
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B O R E H O L E L O G
SB-06

Client: Morey Corporation Project Name: Morey Phase I!

Project Location: 2569 Wisconsin Street, Downers Grove, ILProject Number: 22171-37617

Drilling Contractor: Mid America Drilling

Drilling Method/Rig: HSA/Diedrich D120

Drillers: Dustin Jackson, Shawn Klingberg

Drilling Date: Start: 12/9/02 End: 12/9/02

Borehole Coordinates:

N E

Surface Elevation (ft.):

Total Depth (ft): 40

Depth to Initial Water Level (ft BGS): Not Encountered

Abandonment Method: 3/8" Bentonite Plug

Field Screening Instrument: PID

Logged By: Mark Peters

Sample
Number 111III

Elev.
Depth

(ft-)

Material
Description

0 Grass cover, top V topsoil.

CS 1A 30/15 CL

CS 1B 30/30

SILTY CLAY- Very stiff, trace gravel, brown, dry to moist.

3 inch sand seam @ 8.5' bgs.

CS 2A 30/30

CS 2B 30/30 0.1

10 CL

CS 3A 30/30 0.4

SILTY CLAY- Very stiff to hard, gray, trace gravel, trace cobbles,
moist.

CS 3B 30/30

15

CS 4A 30/30 0.3

CS 4B 30/30 0.4

EXPLANATION OF ABBREVIATIONS

DRILLING METHODS:
HSA - Hollow Stem Auger
SSA - Solid Stem Auger
HA • Hand Auger
AR • AifRolary
DTK • Dual Tube Rotary
fn • Foam Rotary
MR - Mud Rotary
RC - Reverse Circulation
CT - Cable Tool
Jin - Jetting

SAMPLING TYPES:
AS Auger/Grab Sample
CS California Sampler
BX 1.5-Rock Core
NX Z1'Rock Core
GP Geoprobe
HP Hydro Punch
SS - Spfi! Spoon
ST - Shelby Tube
WS - Wash Sample
OTHER.
AGS - Above Ground

REMARKS

Two samples submitted for laboratory analysis: 18-20' (VOCs),
38-40' (VOCs)

Date:
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Client: Morey Corporation Project Name: Morey Phase II

Project Location: 2569 Wisconsin Street, Downers Grove, ILProject Number: 22171-37617
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Material
Description

SILTY CLAY- Very stiff, gray, trace gravel, moist.

SILTY SAND- Medium dense, brown to gray, fine to medium
grained sand, trace clay, moist.
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Sheet 1 of 1

B O R E H O L E L O G
SB-07

Client: Morey Corporation Project Name: Morey Phase II Additional Investigation

Project Location: 2659 Wisconsin Avenue, Downers Grove, lEroject Number: 22171-37617

Drilling Contractor: Drilling Unlimited Surface Elevation (ft.):

Drilling Method/Rig: Direct Push/Geoprobe Total Depth (ft.): 8

Drillers: Russell McGill Depth to Initial Water Level (ft. BGS): Not Encountered

Drilling Date: Start: 7/18/03 End: 7/18/03 Abandonment Method:

Borehole Coordinates: Field Screening Instrument: PID

N E Logged By: Aimee Vessell
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24/24

24/24

Elev.
Depth

(ft.)

0
-

-

E

-

"T6~~

~T5~~

-

"c.

fc O)

^o:~
0)
il

0.0

0.0

0.0

0.0

0> CO
O. UJ

5 c

—

—

o

2 -5
CD

^•T:

y/y/l',
'<%%>

9/,
H

C
S

tr
at

um
e
si

g
iia

tio

Q

DPSC
CL

CL

Material
Description

] GRASS COVER, TOP 6" TOPSOIL
SITLY CLAY-very stiff, brown, trace gravel, dry

SITLY CLAY-very stiff, brown, some gray mottling, with little
gravel, dry

End of Boring @ 8 feet bgs.

EXPLANATION OF ABBREVIATIONS REMARKS

DRILLING METHODS: SAMPLING TYPES: Submitted 4'-6' sample for VOC analysis
HSA - Hollow Stem Auger AS - Auger/Grab Sample
SSA - Solid Stem Auger CS - California Sampler
HA - Hand Auger BX - 1.5' Rock Core
AR - Air Rotary NX 2.1" Rock Core
DTR - Dual Tube Rotary GP Geoprobe
FR - Foam Rotary HP Hydro Punch
MR - Mud Rotary SS Split Spoon
RC - Reverse Circulation ST Shelby Tube
CT - Cable Tool WS Wash Sample
JET - Jetting OTHER:
D - Driving ACS - Above Ground .
DTC - Driii Through casing surface Reviewed by: Date:
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CAMP DRESSER & McKEE

COM
125 South Wacker Drive, Suite 600
Chicago, Illinois 60606

Sheet 1 of 1

B O R E H O L E L O G
SB-08

Client: Morey Corporation Project Name: Morey Phase II Additional Investigation

Project Location: 2659 Wisconsin Avenue, Downers Grove, lEroject Number: 22171-37617

Drilling Contractor: Drilling Unlimited Surface Elevation (ft.):

Drilling Method/Rig: Direct Push/Geoprobe Total Depth (ft.): 8

Drillers: Russell McGill Depth to Initial Water Level (ft. BGS): Not Encountered

Drilling Date: Start: 7/18/03 End: 7/18/03 Abandonment Method:

Borehole Coordinates: Field Screening Instrument: PID

N E Logged By: Aimee Vessell
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EXPLANATION OF ABBREVIATIONS

DRILLING METHODS: SAMPLING TYPES:
HSA Hollow Stem Auger AS - Auger/Grab Sample
SSA Solid Stem Auger CS - California Sampler
HA Hand Auger BX - 1.5' Rock Core
AR Air Rotary NX - 2.1' Rock Core
DTR Dual Tube Rotary GP - Geoprobe
FR Foam Rotary HP - Hydro Punch
MR Mud Rotary SS - Split Spoon
RC Reverse Circulation ST - Shelby Tube
CT Cable Tool WS - Wash Sample
JET Jetting OTHER:
D - Driving ACS - Above Ground
DTC - Drill Through Casing Surface

Material
Description

L_ GRASS COVER, TOP 6" TOPSOIL
SILTY CLAY-very stiff, dark brown to brown, dry
SILTY CLAY-very stiff, brown, some gray mottling, trace gravel

End of Boring @ 8 feet bgs.

REMARKS

Submitted 4'-6' and duplicate sample for VOC analysis

Reviewed by: Date:
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CAMP DRESSER & McKEE

COM
125 South Wacker Drive, Suite 600
Chicago, Illinois 60606

Sheet 1 of 1

B O R E H O L E L O G
SB-09

Client: Morey Corporation Project Name: Morey Phase II Additional Investigation

Project Location: 2659 Wisconsin Avenue, Downers Grove, lEroject Number: 22171-37617

Drilling Contractor: Drilling Unlimited Surface Elevation (ft.):

Drilling Method/Rig: Direct Push/Geoprobe Total Depth (ft.): 8

Drillers: Russell McGill Depth to Initial Water Level (ft. BGS): Not Encountered

Drilling Date: Start: 7/18/03 End: 7/18/03 Abandonment Method:

Borehole Coordinates: Field Screening Instrument: PID

N E Logged By: Aimee Vessell
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EXPLANATION OF ABBREVIATIONS

DRILLING METHODS: SAMPLING TYPES:
HSA - Hollow Stem Auger AS - Auger/Grab Sample
SSA Solid Stem Auger CS - California Sampler
HA Hand Auger BX - 1.5" Rock Core
AR Air Rotary NX - 2.1 -Rock Core
DTR Dual Tube Rotary GP - Geoprobe
FR Foarn Rotary HP - Hydro Punch
MR Mud Rotary SS - Split Spoon
RC Reverse Circulation ST - Shelby Tube
CT Cable Tool WS - Wash Sample
JET Jetting OTHER:
D Driving . ACS - Above Ground
DTC Drill Through Casing Surface

Material
Description

ASPHALT/GRAVEL

SILTY CLAY-very stiff, brown to dark brown, some gray to black
mottling, little gravel, dry

SILTY CLAY-very stiff, brown, trace gravel, trace gray mottling, dry

End of Boring @ 8 feet bgs.

REMARKS

Submitted 2'-4' sample for VOC analysis and MS/MSD

4'-8' Sample wet due to run off water into borehole in drainage
pathway from up stream from landscaping operation west up
driveway.

Reviewed by: Date:
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CAMP DRESSER & McKEE Sheet 1 of 1

CDM B O R E H O L E LOG
1 25 South Wacker Drive, Suite 600 O b- 1 U
Chicago, Illinois 60606

Client: Morey Corporation Project Name: Morey Phase II Additional Investigation

Project Location: 2659 Wisconsin Avenue, Downers Grove, lEroject Number: 22171-37617

Drilling Contractor: Drilling Unlimited Surface Elevation (ft.):

Drilling Method/Rig: Hand Auger/Hand Auger Total Depth (ft.): 3

Drillers: Russell McGill Depth to Initial Water Level (ft. BGS): Not Encountered

Drilling Date: Start: 7/18/03 End: 7/18/03 Abandonment Method:

Borehole Coordinates: Field Screening Instrument: PID

N E Logged By: Aimee Vessell
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EXPLANATION OF ABBREVIATIONS

DRILLING METHODS: SAMPLING TYPES:
HSA - Hollow Stem Auger AS - Auger/Grab Sample
SSA - Solid Stem Auger CS - California Sampler
HA - Hand Auger BX - 1.5" Rock Core
AR Air Rotary NX - 2.1" Rock Core
DTR Dual Tube Rotary GP - Geoprobe
FR Foam Rotary HP - Hydro Punch
MR Mud Rotary SS - Split Spoon
RC Reverse Circulation ST - Shelby Tube
CT Cable Tool WS - Wash Sample
JET Jetting OTHER:
D Driving ACS - Above Ground
DTC Drill Through Casing Surface

Material
Description

L GRASS COVER, TOP 8" TOPSOIL
SILTY CLAY-very stiff, brown, some gray mottling, little gravel, dry

End of Boring @ 3 feet bgs.

REMARKS

Submitted 1'-3' sample for VOC analysis

Collected field blank after collecting sample SB-10 and deconning
stainless steel hand auger.

Field Blank FB-01 for VOC analysis

Reviewed by: Date:



B
L 

M
O

R
E

Y
B

L.
G

P
J 

C
D

M
 

C
O

R
P

.G
D

T
 9

/4
/D

3

CAMP DRESSER & McKEE

CDM
125 South Wacker Drive, Suite 600
Chicago, Illinois 60606

Client: Morey Corporation

Sheet 1 of 1

B O R E H O L E L O G
SB-11

Project Name: Morey Phase II Additional Investigation

Project Location: 2659 Wisconsin Avenue, Downers Grove, lEroject Number: 22171-37617

Drilling Contractor: Drilling Unlimited Surface Elevation (ft.):

Drilling Method/Rig: Hand Auger/Hand Auger Total Depth (ft.): 3

Drillers: Russell McGill

Drilling Date: Start: 7/18/03 End: 7/18/03

Borehole Coordinates:

N E
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Depth to Initial Water Level (ft BGS): Not Encountered

Abandonment Method:

Field Screening Instrument: PID

Logged By: Aimee Vessell
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EXPLANATION OF ABBREVIATIONS

DRILLING METHODS: SAMPLING TYPES:
HSA - Hollow Stem Auger AS - Auger/Grab Sample
SSA - Solid Stem Auger CS - California Sampler
HA - HandAugar BX - 1.5" Rock Core
AR - Air Rotary NX - 2. 1" Rock Core
DTR - Dual Tube Rotary GP - Geoprobe
FR - Foam Rotary HP - Hydro Punch
MR - Mud Rotary SS - Split Spoon
RC - Reverse Circulation ST - Shelby Tube
CT - CaWeTool WS - Wash Sample
JET - Jetting OTHER:
D - Driving ACS - Above Ground
DTC - Drill Through Casing Surface

Material
Description

L GRASS COVER, TOP 6" TOPSOIL

SILT-medium stiff, brown, some gravel, little large cobbles, dry

End of Boring @ 3 feet bgs.

REMARKS

Submitted V-31 sample for VOC analysis

Reviewed by: Date:
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CAMP DRESSER & McKEE

COM
125 South Wacker Drive, Suite 600
Chicago, Illinois 60606

Sheet 1 of 1

B O R E H O L E L O G
SB-12

Client: Morey Corporation Project Name: Morey Phase II Additional Investigation

Project Location: 2659 Wisconsin Avenue, Downers Grove, lEroject Number: 22171-37617

Drilling Contractor: Drilling Unlimited Surface Elevation (ft.):

Drilling Method/Rig: Hand Auger/Hand Auger Total Depth (ft.): 2.5

Drillers: Russell McGill Depth to Initial Water Level (ft. BGS): Not Encountered

Drilling Date: Start: 7/18/03 End: 7/18/03 Abandonment Method:

Borehole Coordinates: Field Screening Instrument: PID

N E Logged By: Aimee Vessell
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EXPLANATION OF ABBREVIATIONS

DRILLING METHODS: SAMPLING TYPES:
HSA - Hollow Stem Auger AS - Auger/Grab Sample
SSA - Solid Stem Auger CS - California Sampler
HA - Hand Auger BX - 1.5* Rock Core
AR - Air Rotary NX - 2. r Rock Core
DTR - Dual Tube Rotary GP - Geoprobe
FR - Foam Rotary HP - Hydro Punch
MR - Mud Rotary SS - Split Spoon
RC - Reverse Circulation ST - Shelby Tube
CT - Cable Tool WS - Wash Sample
JET - Jetting OTHER:
D - Driving AGS - Above Ground
DTC - Drill Through Casing Surface

Material
Description

L GRASS COVER, TOP 8" TOPSOIL

\ln Retention pond area, dry /

Surface is lower than surroundinq area bv ~5' / /
X^SILT-medium stiff, brown, some gravel, little large cobbles, dry /

End of Boring @ 2.5 feet bgs.

REMARKS

Submitted 1-2.5' sample for VOC analysis

Refusal @ 2.5' (gravel)

Reviewed by: Date:
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CAMP DRESSER & McKEE

CDM
125 South Wacker Drive, Suite 600
Chicago, Illinois 60606

Sheet 1 of 1

B O R E H O L E L O G
SB-13

Client: Morey Corporation Project Name: Morey Phase II Additional Investigation

Project Location: 2659 Wisconsin Avenue, Downers Grove, lEroject Number: 22171-37617

Drilling Contractor: Drilling Unlimited Surface Elevation (ft.):

Drilling Method/Rig: Direct Push/Geoprobe Total Depth (ft.): 3

Drillers: Russell McGill Depth to Initial Water Level (ft BGS): Not Encountered

Drilling Date: Start: 7/18/03 End: 7/18/03 Abandonment Method:

Borehole Coordinates: Field Screening Instrument: PID

N E Logged By: Aimee Vessell
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EXPLANATION OF ABBREVIATIONS

DRILLING METHODS: SAMPLING TYPES:
HSA - Hollow Stem Auger AS - Auger/Grab Sample
SSA - Solid Stem Auger CS - California Sampler
HA - Hand Auger BX - 1.5' Rock Core
AR - Air Rotary NX - 2.1" Rock Core
DTR - Dual Tube Rotary GP - Geoprobe
FR - Foam Rotary HP - Hydro Punch
MR - Mud Rotary SS - Split Spoon
RC - Reverse Circulation ST - Shelby Tube
CT - Cable Tool WS - Wash Sample
JET - Jetting OTHER:
D - Driving ACS - Above Ground
DTC - Drill Through Casing Surface

Material
Description

L GRASS COVER, TOP 6" TOPSOIL and some GRAVEL FILL
SILTY CLAY-very stiff, brown and gray (mottled), trace gravel, dry

End of Boring @ 3 feet bgs.

REMARKS

Submitted V-3' sample for VOC analysis

Reviewed by: Date:
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CAMP DRESSER & McKEE

COM
125 South Wacker Drive, Suite 600
Chicago. Illinois 60606

Sheet 1 of 1

B O R E H O L E L O G
SB-14

Client: Morey Corporation Project Name: Morey Phase II Additional Investigation

Project Location: 2659 Wisconsin Avenue, Downers Grove, lEroject Number: 22171-37617

Drilling Contractor: Drilling Unlimited Surface Elevation (ft.):

Drilling Method/Rig: Direct Push/Geoprobe Total Depth (ft.): 3

Drillers: Russell McGill Depth to Initial Water Level (ft. BGS): Not Encountered

Drilling Date: Start: 7/18/03 End: 7/18/03 Abandonment Method:

Borehole Coordinates: Field Screening Instrument: PID

N E Logged By: Aimee Vessell
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EXPLANATION OF ABBREVIATIONS

DRILLING METHODS: SAMPLING TYPES:
HSA - Hollow Stem Auger AS Auger/Grab Sample
SSA - Solid Stem Auger CS California Sampler
HA Hand Auger BX 1.5' Rock Core
AR Air Rotary NX 2.1" Rock Core
DTR Dual Tube Rotary GP Geoprobe
FR Foam Rotary HP Hydro Punch
MR Mud Rotary SS Split Spoon
RC - Reverse Circulation ST Shelby Tube
CT - Cable Tool WS Wash Sample
JET - JeWng OTHER:
D - Driving ACS - Above Ground
DTC - Drill Through Casing Surface

Material
Description

L GRASS COVER, TOP 6" TOPSOIL
SILTY CLAY-stiff. brown and qrav (mottled), moist _-
SILTY CLAY-very stiff, brown and gray (mottled), dry

Wood pieces <3> -30"
End of Boring @ 3 feet bgs.

REMARKS

Submitted 1'-3' sample for VOC analysis

Reviewed by: Date:
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CAMP DRESSER & McKEE

COM
125 Soutn Wacker Drive, Suite 600
Chicago, Illinois 60606
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B O R E H O L E L O G
SB-15

Client: Morey Corporation Project Name: Morey Phase II Additional Investigation

Project Location: 2659 Wisconsin Avenue, Downers Grove, lEroject Number: 22171-37617

Drilling Contractor: Drilling Unlimited Surface Elevation (ft.):

Drilling Method/Rig: Direct Push/Geoprobe Total Depth (ft.): 3

Drillers: Russell McGill Depth to Initial Water Level (ft. BGS): Not Encountered

Drilling Date: Start: 7/18/03 End: 7/18/03 Abandonment Method:

Borehole Coordinates: Field Screening Instrument: PID

N E Logged By: Aimee Vessel!
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EXPLANATION OF ABBREVIATIONS

DRILLING METHODS: SAMPLING TYPES:
HSA - Hollow Slem Auger AS - Auger/Grab Sample
SSA - Solid Stem Auger CS - California Sampler
HA - Hand Auger BX - 1.5" Rock Core
AR - Air Rotary NX 2. r Rock Core
DTR - Dual Tube Rotary GP Geoprobe
FR - Foam Rotary HP Hydro Punch
MR Mud Rotary SS Split Spoon
RC Reverse Circulation ST Shelby Tube
CT Cable Tool WS Wash Sample
JET Jetting OTHER:
D Dnving AGS - Above Ground
OTC Dnu Through Casing Surface

Material
Description

1 GRASS COVER, TOP 6" TOPSOIL
SILTY CLAY-very stiff, brown with some gray mottling, trace
cobbles, dry

End of Boring @ 3 feet bgs.

REMARKS

Submitted 1'-3' sample for VOC analysis

Reviewed by: Date:
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CAMP DRESSER & McKEE

COM
125 South Wacker Drive, Suite 600
Chicago, Illinois 60606
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B O R E H O L E L O G
SB-16

Client: Morey Corporation Project Name: Morey Phase II Additional Investigation

Project Location: 2659 Wisconsin Avenue, Downers Grove, lEroject Number: 22171-37617

Drilling Contractor: Drilling Unlimited Surface Elevation (ft.):

Drilling Method/Rig: Direct Push/Geoprobe Total Depth (ft.): 3

Drillers: Russell McGill Depth to Initial Water Level (ft. BGS): Not Encountered

Drilling Date: Start: 7/18/03 End: 7/18/03 Abandonment Method:

Borehole Coordinates: Field Screening Instrument: PID

N E Logged By: Aimee Vessell
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EXPLANATION OF ABBREVIATIONS

DRILLING METHODS: SAMPLING TYPES:
HSA Hollow Stem Auger AS - Auger/Grab Sample
SSA Solid Stem Auger CS - California Sampler
HA Hand Auger BX - 1.5" Rock Core
AR Air Rotary NX 2.1 -Rock Core
DTK Dual Tube Rotary GP Geoprobe
FR roam Rotary HP Hydro Punch
MR Mud Rotary SS Split Spoon
RC Reverse Circulation ST Shelby Tube
CT Cable Tool WS - Wash Sample
J£T Jetting OTHER:
D Driving AGS - Above Ground
DTC Drill Through Casing Surface

Material
Description

L GRASS COVER, TOP 8" TOPSOIL
SILTY CLAY-very stiff, brown and gray, little gravel, trace gravel,
dry

End of Boring @ 3 feet bgs.

REMARKS

Submitted 1'-3' sample for VOC analysis

Reviewed by: Date:


